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BESCHREIBUNG
» Zielgruppe: Runderneuerer, Flottenbetreiber, Nutzfahrzeugdienstleister

» Einsatzbereich: Fern- und Nahverkehr im europäischen Raum

» Typische Bedingungen: Temperaturen zwischen -5 °C im Winter und  

   35 °C im Sommer; häufige Wechsel zwischen trockener, nasser und  

   winterlicher Fahrbahn

» Dynamisches Profildesign mit adaptiven Kanälen

» Kanäle erweitern sich mit zunehmender Abnutzung für konstante  

   Wasserverdrängung

» Gummimischungen: K_TECH & K_PLUS

» Zertifizierungen: M+S, 3PMSF, gemäß ECE109, ECE172

» Geringer Rollwiderstand, hohe Laufleistung, stabile Aufstandsfläche

FEATURES
» Target group: Retreaders, fleet operators, commercial vehicle service  

   providers

» Usage: Regional and long-haul transport in Europe

»  Typical conditions: Temperatures between -5 °C (winter) and 35 °C  

    (summer); frequent changes between dry, wet, and winter road  

    surfaces

»  Dynamic tread design with adaptive grooves

» Grooves widen with increasing wear for consistent water displacement

» Compounds: K_TECH & K_PLUS

» Certifications: M+S, 3PMSF, ECE109, ECE172

» Low rolling resistance, high mileage, stable footprint
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Die Metergewichte und Profiltiefen können produktionsbedingt um +/- 2 % variieren. 

Weight per meter and profile depth may vary by +/- 2 % according to production batch.

K 810 TECH      K 810  PLUS

295 335 13,0 4,97 3,28/A
305 345 13,0 5,18 3,27/A
320 360 13,0 5,47  

mm mm  mm kg/m   m

K 810 TECH        K 810 PLUS

295 335 13,0 4,97 3,28/A
305 345 13,0 5,18 3,27/A
320 360 13,0 5,47

KRAIBURG Original Profi ldesign
KRAIBURG original Tread Design


